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Sprinkler and Drip (trickle) Chemigation
1. The system must contain a functional check valve, vacuum relief valve and low pressure drain appropriately located on the irrigation

pipeline to prevent water source contamination from backflow.
2. The pesticide injection pipeline must contain a functional, automatic, quick-closing check valve to prevent the flow of fluid back toward the

injection pump.
3. The pesticide injection pipeline must also contain a functional, normally closed, solenoid-operated valve located on the intake side of the

injection pump and connected to the system interlock to prevent fluid from being withdrawn from the supply tank when the irrigation
system is either automatically or manually shut down.

4. The system must contain functional interlocking controls to automatically shut off the pesticide injection pump when the water pump
motor stops.

5. The irrigation line or water pump must include a functional pressure switch which will stop the water pump motor when the water pressure
decreases to the point where pesticide distribution is adversely affected.

6. Systems must use a metering pump such as a positive displacement injection pump (e.g., diaphragm pump) effectively designed and
constructed of materials that are compatible with pesticides and capable of being fitted with a system interlock.

7. Do not use sprinkler Chemigation when wind speed favors drift beyond the area intended for treatment.

Operating Instructions
1. Determine the acreage to be treated by the system.
2. Measure the appropriate amount of Diazinon AG600 WBC needed to treat the acreage to be treated. Refer to the specific directions for

use for the application rate and the amount of water per acre.
3. Add the pre-measured Diazinon AG600 WBC to the Chemigation system supply tank and dilute with water if needed. Proper agitation is

needed if Diazinon AG600 WBC is tank mixed with other pesticides registered for sprinkler or drip Chemigation.
4. Start the irrigation system and bring the system up to full pressure, making certain that all sprinkler heads are functioning properly.
5. Engage the Chemigation injection or venturi system to add the Diazinon AG600 WBC to the irrigation lines.
6. Continue to run irrigation system for a few minutes after supply tank is empty to allow material in the irrigation lines to reach the sprinkler

heads furthest from the Chemigation injection point.

Note: When treatment with Diazinon AG600 WBC has been completed, further field irrigation over the treated area should be avoided for 48
hours to prevent washing the product off of the crop.
Apply Diazinon AG600 WBC only in sufficient irrigation water to achieve thorough plant coverage. Excess water will wash the product from the
plant resulting in poor control.
To avoid a hazard to animals, wells or adjoining crops, do not allow irrigation water to collect or runoff.

STORAGE AND DISPOSAL
Do not contaminate water, food, or feed by storage or disposal. Open dumping is prohibited.
PESTICIDE STORAGE: If freezing occurs, place the product in a warm room (68"F or above) and allow to thaw. Roll or shake container
frequently until thawing is complete.
PESTICIDE DISPOSAL: Pesticide wastes are toxic. Improper disposal of excess pesticide, spray mixture, or rinsate is a violation of Federal
law. To avoid harming aquatic organisms in rivers and other surface waters, do not pour the concentrate, spray mixture, or rinse water into
sanitary drains (for example, toilets, floor drains, and sinks) or into storm water sewers (for example street drains). If pesticide, spray mixture,
or rinsate cannot be disposed of by use according to the label instructions, contact your State Pesticide or Environmental Control Agency or
the Hazardous Waste representative at the nearest EPA Regional Office for guidance.
CONTAINER DISPOSAL:
Nonref illable Container (five gallons or less): Nonrefillable container. Do not reuse or refill this container. Offer for recycling, if available.
Clean container promptly after emptying. Triple rinse as follows: Empty the remaining contents into application equipment or a mix tank and
drain for 10 seconds after the flow begins to drip. Fill the container % full with water and recap. Shake for 10 seconds. Pour rinsate into
application equipment or a mix tank or store rinsate for later use or disposal. Drain for 10 seconds after the flow begins to drip. Repeat this
procedure two more times. Then puncture and dispose of in a sanitary landfill, incinerate or burn, if allowed by state and local authorities. Stay
out of smoke from burning container.
Nonrefillable Container (greater than five gallons): Nonrefillable container. Do not reuse or refill this container. Offer for recycling, if
available. Clean container promptly after emptying. Triple rinse as follows: Empty the remaining contents into application equipment or a mix
tank. Fill the container % full with water. Replace and tighten closures. Tip container on its side and roll it back and forth, ensuring at least one
complete revolution, for 30 seconds. Stand the container on its end and tip it back and forth several times. Turn the container over onto its
other end and tip it back and forth several times. Empty the rinsate into application equipment or a mix tank or store rinsate for later use or
disposal. Repeat this procedure two more times. Then puncture and dispose of in a sanitary landfill, incinerate or burn, if allowed by state and
local authorities. Stay out of smoke from burning container.
Ref illable Container (greater than 55 gallons): Refillable container. Refill this container with diazinon only. Do not reuse this container for
any other purpose. Cleaning the container before final disposal is the responsibility of the person disposing of the container. Cleaning before
refilling is the responsibility of the refiller. To clean the container before final disposal, empty the remaining contents from this container into
application equipment or mix tank. Fill the container about 10 percent full with water. Agitate vigorously or recirculate water with the pump for 2
minutes. Pour or pump rinsate into application equipment or rinsate collection system. Repeat this rinsing procedure two more times.
For minor spills, leaks, etc., follow all precautions indicated on this label and clean up immediately. Take special care to avoid contamination
of equipment and facilities during cleanup and disposal of wastes.

LIMITATION OF WARRANTY AND LIABILITY
Read the entire directions for use, conditions of warranties and limitations of liability before using this product. If terms are not acceptable,
return the unopened product container at once.
By using this product, user or buyer accepts the following CONDITIONS, DISCLAIMER OF WARRANTIES and LIMITATIONS OF LIABILITY.
CONDITIONS: The directions for use of this product are believed to be adequate and must be followed carefully. However, it is impossible to
eliminate all risks associated with the use of this product. Crop injury, ineffectiveness or other unintended consequences may result because
of such factors as weather conditions, presence of other materials, or the manner of use or application, all of which are beyond the control of
Makhteshim Agan of North America, Inc. All such risks shall be assumed by the user or buyer.
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DISCLAIMER OF WARRANTIES: To the extent consistent with applicable law, Makhteshim Agan of North America, Inc. makes no other
warranties, express or implied, of merchantability or of fitness for a particular purpose or otherwise, that extend beyond the statements made
on this label. No agent of Makhteshim Agan of North America, Inc. is authorized to make any warranties beyond those contained herein or to
modify the warranties contained herein. To the extent consistent with applicable law, Makhteshim Agan of North America, Inc. disclaims any
liability whatsoever for special, incidental or consequential damages resulting from the use or handling of this product.
LIMITATIONS OF LIABILITY: To the extent consistent with applicable law, the exclusive remedy of the user or buyer for any and all losses,
injuries or damages resulting from the use or handling of this product, whether in contract, warranty, tort, negligence, strict liability or
otherwise, shall not exceed the purchase price paid or at Makhteshim Agan of North America, Inc.'s election, the replacement of product.

Captec is a registered trademark of MICRO FLO COMPANY LLC

Diazinon AG600 WBC (66222-103) (to EPA 05-02-11)
066222-00103.20110502.DiazinonAG600 AmendBalsamFir
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SUPPLEMENTAL LABEL
DIAZINON AG600 WBC INSECTICIDE

EPA REG. NO. 66222-103
DIRECTIONS FOR USE
It is a violation of Federal Law to use this product in a manner inconsistent with its labeling.

READ ENTIRE LABEL AND PAMPHLET. USE STRICTLY IN ACCORDANCE WITH PRECAUTIONARY STATEMENTS AND DIRECTIONS
AND WITH APPLICABLE STATE AND FEDERAL REGULATIONS.

FOR PROTECTION OF AQUATIC SPECIES IN COUNTIES AND PORTIONS OF COUNTIES LOCATED IN THE SACRAMENTO AND SAN
JOAQUIN VALLEYS BELOW 1000 FEET ELEVATION FROM POTENTIAL CONTAMINATION IN SURFACE WATERS OF DIAZINON
APPLIED DURING THE DORMANT SPRAY PERIOD, THE FOLLOWING ADDITIONAL LABEL REQUIREMENTS APPLY:

• Dormant applications on orchard crops are restricted to ground application equipment only.

• Do not apply within 100 feet upslope of "sensitive aquatic sites" such as any irrigation ditch, drainage canal or body of water that
may drain into a river or tributary unless a suitable method is used to contain or divert runoff waters. Waters that are contained or
diverted must be held for a minimum of 72 hours before release into a sensitive aquatic site.

• Maintain a vegetative buffer strip a minimum of 10 feet wide from the edge of a field that is adjacent to and within 100 feet of
sensitive aquatic sites.

• Do not apply this product to orchards when soil moisture is at field capacity and/or when a storm event likely to produce runoff from
the treated orchard is forecasted by NOAA/NWS (National Weather Service) to occur within 48 hours following application.

• Make dormant applications only when insect scouting information or the recommendation of a Pest Control Advisor indicate
treatment is required. (See DC IPM Guidelines for San Jose Scale in stone fruits and almonds and apnids in stone fruits. Use the
prune dormant spur sampling program to determine need for a dormant treatment in that crop).

• Apply only when wind speed is 3-10 mph at the application site as measured by an anemometer outside of the orchard on the side
nearest and upwind from a sensitive site.

• When sensitive aquatic sites are downwind from orchards, spray the first three rows nearest the sensitive aquatic sites only when
the wind is blowing away from the sites. The row at the edge of the field next to sensitive aquatic sites must be sprayed with the
outside nozzles turned off. Spray must not be directed higher than the tree canopy and spray must be directed away from sensitive
aquatic sites.

• The Stewardship Bulletin "Orchard Practices for Protecting Surface Water" must be available to handlers and equipment
operators at the application site during all application activities. (Note: Bulletin available through CURES.)

THIS LABELING MUST BE IN THE POSSESSION OF THE USER AT THE TIME OF PESTICIDE AFFLICTION. PLEASE REFER TO
CONTAINER LABEL FOR ADDITIONAL PRECAUTIONARY STATEMENTS.

M A N A
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